
 

 

 

Refilling your CISS 
 

Please ensure to keep topping up your CISS on a regular basis to avoid running it dry. 
Ink must be refilled prior to it reaching the refill line on the bottom of the ink reservoir 
otherwise you will need to re-prime your CISS as air will make its way down the 
silicone tubing. 
  

a) To refill each ink simply remove the air filters and replace the travel plugs for 
the colour in which you are refilling.  

     

Refill Line 

 

b)  Remove the filler plug and carefully pour or syringe the correct coloured ink 
into the appropriate ink reservoir. 

   
   

c) Please ensure to double check the colour with the sticker located on the bottle 
and the top of the tank.  

 

Once filled, replace the filler plug then remove the travel plug replacing it with 
an air filter 

 
Caution 

To ensure ink does not fill the air chamber when refilling your unit, it is 
imperative that the air filter is replaced with the travel plug and that both the 

travel plug and refill plug are not removed at the same time. 
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Once filled, replace the filler plug then 
remove the travel plug replacing  

it with an air filter.

To refill each ink simply remove the air  
filters and replace the travel plugs for  
the colour in which you are refilling.

Ensure that both the travel plug and refill  
plug are not removed at the same time.

A. Filler Plug
B. Air Filter
C. Travel Plug


